Pipeline and Hazardous Materials Safety Administration, DOT

Piping means pipe, tubing, hoses, fit-
tings, valves, pumps, connections, safe-
ty devices or related components for
containing the flow of hazardous fluids.

Storage tank means a container for
storing a hazardous fluid.

Transfer piping means a system of
permanent and temporary piping used
for transferring hazardous fluids be-
tween any of the following: Lique-
faction process facilities, storage
tanks, vaporizers, compressors, cargo
transfer systems, and facilities other
than pipeline facilities.

Transfer system includes transfer pip-
ing and cargo transfer system.

Vaporization means an addition of
thermal energy changing a liquid to a
vapor or gaseous state.

Vaporizer means a heat transfer facil-
ity designed to introduce thermal en-
ergy in a controlled manner for chang-
ing a liquid to a vapor or gaseous state.

Waterfront LNG plant means an LNG
plant with docks, wharves, piers, or
other structures in, on, or immediately
adjacent to the navigable waters of the
United States or Puerto Rico and any
shore area immediately adjacent to
those waters to which vessels may be
secured and at which LNG cargo oper-
ations may be conducted.

[45 FR 9203, Feb. 11, 1980, as amended by
Amadt. 193-1, 46 FR 57418, Aug. 28, 1980; Amdt.
193-2, 45 FR 70404, Oct. 23, 1980; Amdt. 193-10,
61 FR 18517, Apr. 26, 1996; Amdt. 193-17, 65 FR
10958, Mar. 1, 2000; 68 FR 11749, Mar. 12, 2003;
70 FR 11140, Mar. 8, 2005]

§193.2009 Rules
struction.

of regulatory con-

(a) As used in this part:

(1) Includes means including but not
limited to;

(2) May means is permitted to or is
authorized to;

(3) May not means is not permitted to
or is not authorized to; and

(4) Shall or must is used in the manda-
tory and imperative sense.

(b) In this part:

(1) Words importing the singular in-
clude the plural; and

(2) Words importing the plural in-
clude the singular.

193.2013

§193.2011 Reporting.

Leaks and spills of LNG must be re-
ported in accordance with the require-
ments of part 191 of this chapter.

193.2013 Incorporation by reference.

(a) Any document or portion thereof
incorporated by reference in this part
is included in this part as though it
were printed in full. When only a por-
tion of a document is referenced, then
this part incorporates only that ref-
erenced portion of the document and
the remainder is not incorporated. Ap-
plicable editions are listed in para-
graph (c) of this section in parentheses
following the title of the referenced
material. Earlier editions listed in pre-
vious editions of this section may be
used for components manufactured, de-
signed, or installed in accordance with
those earlier editions at the time they
were listed. The user must refer to the
appropriate previous edition of 49 CFR
for a listing of the earlier editions.

(b) All incorporated materials are
available for inspection in the Pipeline
and Hazardous Materials Safety Ad-
ministration, 400 Seventh Street, SW.,
Washington, DC, or at the National Ar-
chives and Records Administration
(NARA). For information on the avail-
ability of this material at NARA, call
202-741-6030 or go to: hittp://
www.archives.gov/federal register/
code of federal regulations/

IBR locations.html.

Documents incorporated by reference
are available from the publishers as
follows:

A. American Gas Association (AGA),
400 North Capitol Street, NW., Wash-
ington, DC 20001.

B. American Society of Civil Engi-
neers (ASCE), Parallel Centre, 1801 Al-
exander Bell Drive, Reston, VA 20191-
4400.

C. ASME International (ASME),
Three Park Avenue, New York, NY
10016-5990.

D. Gas Technology Institute (GTI),
1700 S. Mount Prospect Road, Des
Plaines, IL 60018.

E. National Fire Protection Associa-
tion (NFPA), 1 Batterymarch Park,
P.O. Box 9101, Quincy, MA 02269-9101.

(c) Documents incorporated by ref-
erence.
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